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NON-INSULATED RING TERMINALS
Feature:
1. Terminal Material: Copper
2. Brazed Seam
3. Plating: Electro Tin Plated
Specification:
WIRE RANGE DIMENSIONS inch (mm
AWG / mm’ ITEM NO. STUlle]ZE B L F :5 ) D dl
R1-2VD #2(2.2) .260(6.6) 772(19.6) .248(6.3)
RI1-3VD #4(3.2) 217(5.5) 657(16.7) .157(4.0)
R1-3.58VD #6(3.7) 217(5.5) 657(16.7) 157(4.0)
R1-3.5MVD #6(3.7) .260(6.6) 772(19.6) .248(6.3)
R1-3.5LVD #6(3.7) 315(8.0) 827(21.0) 276(7.0)
22--—16-}\‘\,\/(;3l R1-4SVD #8(4.3) .260(6.6) 172(19.6) .248(6.3) 394(10.0) 189(4.8) 067(1.7)
0.5~1.5 mm" |R1-4LVD #8(4.3) .315(8.0) 827(21.0) .276(7.0)
R1-5VD #10(5.3) 315(3.0) .827(21.0) 276(7.0)
R1-6VD 1/4 (6.5) A457(11.6) 1.055(26.8) A37(1L.1)
R1-8VD 5/16 (8.9) A457(11.6) 1.055(26.8) A37(11.1)
RI-10VD 348 (10.5) 535(13.6) 1.209(30.7) S547(13.9)
R1-12VD 1/2 (13.0) 756(19.2) 1.402(35.6) .630(16.0)
R2-2VD #2(2.2) .252(6.4) .6389(17.5) 169(4.3)
R2-3VD #4(3.2) 252(6.4) .689(17.5) 169(4.3)
R2-3.58VD #6(3.7) 252(6.4) .6389(17.5) 169(4.3)
R2-3.5MVD #6(3.7) .260(6.6) .768(19.5) .248(6.3)
R2-3.5LVD #6(3.7) .335(8.5) .866(22.0) 307(7.8)
1614 AWG R2-4SVD #8 (4.3) .260(6.6) .768(19.5) .248(6.3)
1.5~2.5 mm? R2-4LVD #8 (4.3) .335(8.5) .866(22.0) .307(7.8) .394(10.0) .220(5.6) 091(2.3)
R2-58VD #10 (5.3) .335(8.5) .366(22.0) .307(7.8)
R2-5LVD #10(5.3) 374(9.5) .866(22.0) 287(1.3)
R2-6VD 1/4 (6.5) 472(12.0) 1.063(27.0) A433(11.0)
R2-8VD 5116 (8.4) A472(12.0) | 1.063(27.0) | .433(11.0)
R2-10VD 3/8(10.5) .535(13.6) 1.209(30.7) .547(13.9)
R2-12VD 1/2 (13.0) 756(19.2) 1.402(35.6) .630(16.0)
R3-3VD #4(3.2) .283(7.2) .866(22.0) 232(5.9)
R3-3.58VD #6(3.7) .283(7.2) .866(22.0) .232(5.9)
R5-3.5LVD #6(3.7) 374(9.5) 1.004(25.5) 327(8.3)
R5-4SVD #8 (4.3) .283(7.2) .866(22.0) 232(5.9)
12~10 A\ZG RS_-4LVD !-18 (4..3) 374(9.5) l.004(2?.5) 327(8.3) 492(12.5) 280(7.1) 1343.4)
~6mm”  |R5-5VD #10(3.3) 374(9.5) 1.004(25.5) 327(8.3)
R5-6VD 1/4 (6.5) A472(12.0) 1.142(29.0) 413(10.5)
R5-8VD 5116 (8.4) S591(15.0) 1.327(33.7) S539(13.7)
R3-10VD 3/8 (10.5) S591(15.0) 1.327(33.7) 539(13.7)
R5-12VD 1/2(13.0) 756(19.2) 1.500(38.1) 630(16.0)
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PVC INSULATED RING TERMINALS
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105
Specification:
WIRE RANGE . STUD SIZE DIMENSIONS inch (mm)
AWG /it | TEMNO. d2 B L F E D dl
R1-2V 42(2.2) .260(6.6) .772(19.6) .248(6.3)
R1-3V 4 (3.2) 217(5.5) 657(16.7) .157(4.0)
R1-3.58V 46 (3.7) 217(5.5) 657(16.7) .157(4.0)
R1-3.5MV #6 (3.7) .260(6.6) .772(19.6) .248(6.3)
R1-3.5LV 46 (3.7) 315(8.0) 827(21.0) .276(7.0)
22~16 AWG |R1-4SV 48 (4.3) .260(6.6) .772(19.6) .248(6.3)
0.5~1.5 mm" |R1-4LV 48 (4.3) 315(8.0) £27(21.0) .276(7.0) 394 (10.0) 161D 067¢1.7)
R1-5V #10(5.3) 315(8.0) 827(21.0) .276(7.0)
R1-6V 144 (6.5) A457(11.6) | 1.055(26.8) | .437(11.1)
R1-8V 5/16 (8.4) A457(11.6) | 1.055(26.8) | .437(11.1)
R1-10V 3/8 (10.5) 535(13.6) | 1.209(30.7) | .547(13.9)
R1-12V 1/2(13.0) 756(19.2) | 1.402(35.6) | .630(16.0)
R2-2V #2(2.2) 252(6.4) .689(17.5) .169(4.3)
R2-3V 44 (3.2) 252(6.4) .689(17.5) .169(4.3)
R2-3.58V 46 (3.7) 252(6.4) .689(17.5) .169(4.3)
R2-3.5MV 46 (3.7) .260(6.6) .768(19.5) .248(6.3)
R2-3.5LV 16 (3.7) .335(8.5) 866(22.0) .307(7.8)
1614 AWG |R24SY 48 (4.3) .260(6.6) .768(19.5) .248(6.3)
1.5~2.5 mm? R2-4LV #8(4.3) .335(8.5) .8G6(22.0) .307(7.8) -394 (10.0) 177 (4.5) 091 (2.3)
R2-55V #10(5.3) .335(8.5) 866(22.0) .307(7.8)
R2-5LV #10(5.3) 374(9.5) 866(22.0) 287(7.3)
R2-6V 1/4 (6.5) 472(12.0) | 1.063(27.0) | .433(11.0)
R2-8V 5/16 (8.4) 472(12.0) | 1.063(27.0) | .433(11.0)
R2-10V 3/8(10.5) 535(13.6) | 1.20930.7) | .547(13.9)
R2-12V 1/2(13.0) 756(19.2) | 1.402(35.6) | .630(16.0)
R3-4V 48 (4.3) 315(3.0) 1953(24.2) .303(7.7)
14~12 AWG [R3-58V #10(5.3) 315(8.0) .953(24.2) .303(7.7)
2.5~4mm’  |R3-5LV #10 (5.3) 472(12.0) | 1.098(27.9) .370(9.4) 492(2:5) 230(6.0) LA
R3-6V 1/4 (6.5) 472(12.0) | 1.098(27.9) .370(9.4)
R5-3V #4(3.2) 283(7.2) 866(22.0) 232(5.9)
R5-3.58V 46 (3.7) 283(7.2) 866(22.0) 232(5.9)
R5-3.5LV 46 (3.7) 374(9.5) 1.004(25.5) 327(8.3)
R5-4SV 48 (4.3) 283(7.2) 866(22.0) ,232(5.9)
12~10 AWG [R5-4LV #8 (4.3) 374(9.5) 1.004(25.5) .327(8.3)
4~6mm’  |R5-5V #10(5.3) 374(9.5) 1.004(25.5) .327(8.3) 492 (12.5) 256(6.5) 13464
R5-6V 144 (6.5) 472(12.0) | 1.142(29.0) | .413(10.5)
RS-8V 5/16 (8.4) 591(15.0) | 1.3272(33.7) | .539(13.7)
R5-10V 3/8(10.5) S591(15.0) | 1.327(33.7) | .539(13.7)
R5-12V 1/2(13.0) 756(19.2) | 1.500(38.1) | .630(16.0)
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PVC INSULATED RING TERMINALS
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105
Specification:
R§-4LV 48(4.3)
R8-5MV #10(5.3) 472(12.0) 1.280(32.5) 382(9.7)
. R8-65V 174 (6.7)
z':‘\:‘? R8-5LV #10(5.3) 0.669.(17.0) | 0.315(8.0) J177(4.5)
° RS-6LV 174 (6.7)
. . . 3.
RS.SV 5116 (8.4) .591(15.0) 1.496(38.0) 543(13.8)
R8-10V 3/8 (10.5)
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PVC INSULATED RING TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:
WIRE RANGE DIMENSIONS inch (mm
AWG / mm® ITEM NO. STU](:i)ZSIZE B L F é : D d1
R1-2VD #2(2.2) .260(6.6) T72(19.6) .248(6.3)
R1-3VD #4 (3.2) 217(5.5) 657(16.7) 157(4.0)
R1-3.58VD #6(3.7) 217(5.5) 657(16.7) 157(4.0)
R1-3.5MVD #6(3.7) .260(6.6) 772(19.6) .248(6.3)
R1-3.5LVD #6(3.7) 315(8.0) 827(21.0) .276(7.0)
22~16 AW(g R1-4SVD #38 (4.3) .260(6.6) 772(19.6) .248(6.3) 394(10.0) 189(4.8) 067(1.7)
0.5~1.5 mm"® |R]-4LVD #84.3) 315(8.0) .827(21.0) .276(7.0)
R1-5VD #10(5.3) 315(3.0) 827(21.0) .276(7.0)
R1-6VD 1/4 (6.5) A457(11.6) 1.055(26.8) A31LD)
R1-8VD 5116 (8.4) A457(11.6) 1.055(26.8) A37(11.1)
RI1-10VD 3/8(10.5) 535(13.6) 1.209(30.7) 547(13.9)
R1-12VD 1/2 (13.0) 756(19.2) 1.402(35.6) .630(16.0)
R2-2VD 2(2.2) .252(6.4) .689(17.5) 169(4.3)
R2-3VD #4 (3.2) 252(6.4) 689(17.5) .169(4.3)
R2-3.58VD #6(3.7) 252(6.4) .689(17.5) 169(4.3)
R2-3.5MVD #6(3.7) .260(6.6) .768(19.5) .248(6.3)
R2-3.5LVD #6(3.7) .335(8.5) .866(22.0) .307(7.8)
1ot AW R2-4SVD #8 (4.3) .260(6.6) .768(19.5) .248(6.3)
1.52.5 pum? R2-4LVD #8 (4.3) .335(8.5) .866(22.0) .307(7.8) .394(10.0) .220(5.6) .091(2.3)
R2-58VD #10 (5.3) 335(8.5) .866(22.0) .307(7.8)
R2-5LVD #10(5.3) 374(9.5) 866(22.0) 287(1.3)
R2-6VD 1/4 (6.5) 472(12.0) 1.063(27.0) 433(11.0)
R2-8VD 516 (8.4) 472(12.0) 1.063(27.0) 433(11.0)
R2-10VD 3/8(10.5) .535(13.6) 1.209(30.7) .547(13.9)
R2-12VD 1/2 (13.0) 756(19.2) 1.402(35.6) .630(16.0)
R3-3VD #4(3.2) .283(7.2) .866(22.0) .232(5.9)
R35-3.58VD #6(3.7) .283(7.2) .866(22.0) .232(5.9)
R5-3.5LVD #6(3.7) .374(9.5) 1.004(25.5) 327(8.3)
R5-4SVD #8(4.3) 283(7.2) .866(22.0) .232(5.9)
12~10 A\\;G R?-‘ILVD #8 {4..3) 374(9.5) 1.004(2?.5) .327(8.3) 492(12.5) 280(7.1) 134G.4)
4~6mm”  |R5-5VD #10(5.3) 374(9.5) 1.004(25.5) 327(8.3)
R5-6VD 1/4 (6.5) A472(12.0) 1.142(29.0) 413(10.5)
R5-8VD 5116 (8.4) 591(15.0) 1.327(33.7) 539(13.7)
R3-10VD 3/8 (10.5) 591(15.0) 1.327(33.7) 539(13.7)
R5-12VD 112 (13.0) 756(19.2) 1.500(38.1) 630(16.0)
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PVC INSULATED RING TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:
WIRE RANGE STUD SIZE DIMENSIONS inch (mm)
AWG / mm® ITEMNO. d2 B L F E D di
R1-2vC #2(2.2) .260(6.6) 172(19.6) .248(6.3)
R1-3VC #4(3.2) .217(5.5) .657(16.7) .157(4.0)
R1-3.58VC #6 (3.7) 217(5.5) .657(16.7) 157(4.0)
R1-3.5MVC #6(3.7) .260(6.6) .772(19.6) .248(6.3)
R1-3.5LVC #6(3.7) 315(8.0) .827(21.0) .276(7.0)
22~16 mvci R1-4SVC #8 (4.3) .260(6.6) 772(19.6) 248(6.3) 394(10.0) 117435) o
0.5~1.5 mm™ |R1-4LVC #8(4.3) .315(3.0) 827(21.0) 276(7.0)
R1-5VC #10(5.3) 315(8.0) 827(21.0) 276(7.0)
RI1-6VC 174 (6.5) 457(11.6) 1.055(26.8) A37(1LD
R1-8VC 5116 (8.4) 457(11.6) 1.055(26.8) 437(11.1)
RI1-10VC 3/8 (10.5) .535(13.6) 1.209(30.7) 547(13.9)
R1-12VC 112 (13.0) .756(19.2) 1.402(35.6) .630(16.0)
R2-2VC #2(2.2) .252(6.4) .689(17.5) .169(4.3)
R2-3VC #4(3.2) .252(6.4) 689(17.5) 169(4.3)
R2-3.58VC #6 (3.7) .252(6.4) .689(17.5) .169(4.3)
R2-3.5MVC #6(3.7) .260(6.6) .768(19.5) .248(6.3)
R2-3.5LVC #6 (3.7) .335(8.5) .866(22.0) .307(7.8)
16414 AWG R2-4SVC #8 (4.3) .260(6.6) .768(19.5) ,248(6.3)
152.5 mm? |REALYC #8 (4.3) 335(8.5) 866(22.0) 307(7.8) .394(10.0) .197(5.0) 091(2.3)
R2-58VC #10(5.3) .335(3.5) .866(22.0) 307(7.8)
R2-5LVC #10(5.3) .374(9.5) .866(22.0) 287(7.3)
R2-6VC 1/4 (6.5) 472(12.0) 1.063(27.0) 433(11.0)
R2-8VC 516 (8.4) A472(12.0) | 1.063(27.0) | .433(11.0)
R2-10VC 3/8 (10.5) .535(13.6) 1.209(30.7) 547(13.9)
R2-12VC 112 (13.0) .756(19.2) 1.402(35.6) 630(16.0)
R5-3VC 4 (3.2) .283(7.2) .886(22.5) 232(5.9)
R5-3.58VC #6(3.7) .283(7.2) .886(22.5) 23259
R5-3.5LVC #6(3.7) 374(9.5) 1.024(26.0) .327(8.3)
R54SVC #3(4.3) .283(7.2) .886(22.5) 232(5.9)
12~10 A\\{G R5-4LVC #3 (4.3) 374(9.5) 1.024(26.0) 327(8.3) $512(13.0) 268(6.8) 13403.4)
4~6mm®  |R5.5VC #10 (5.3) .374(9.5) 1.024(26.0) 327(8.3)
RS5-6VC 144 (6.5) A472(12.0) 1.161(29.5) 413(10.5)
R§-8VC 5116 (8.4) S591(15.0) 1.346(34.2) 539(13.7)
R5-10VC 3/8 (10.5) .591(15.0) 1.346(34.2) .539(13.7)
RS-12VC 1/2(13.0) .756(19.2) 1.520(38.6) 630(16.0)
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NYLON INSULATED RING TERMINALS

Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105

Specification:

WIRE RANGE STUD SIZE DIMENSIONS inch (mm)
AWG / mm® {TEMNO, 42 B L F E D dl
RI-2A #2(22) 260(6.6) 0811(20.6) | .248(6.3)
RI-3A #4 (3.2) 217(5.5) 697(17.7) 157(4.0)
R1-3.58A #6 (3.7) 217(5.5) 697(17.7) .157(4.0)
RI-3.5MA #6 (3.7) 260(6.6) 811(20.6) 248(6.3)
R1-3.5LA #6 (3.7) 315(8.0) 866(22.0) 276(7.0)
22~16 chi RI1-4SA 48 (4.3) 260(6.6) 811(20.6) .248(6.3) 433(11.0) 1614.0) 06717
0.5~1.5mm’ [R1-4LA 48 (4.3) 315(8.0) 866(22.0) 276(7.0)
RI-5A #10 (5.3) 315(8.0) 866(22.0) 276(7.0)
RI-6A 1/4 (6.5) A457(11.6) | 1.094(27.8) | .437011.1)
RI-8A 5116 (8.4) 457(11.6) | 1.094(27.8) | .437(11.1)
RI-10A 3/8 (10.5) 535(13.6) | 1.248(31.7) | .547(13.9)
R1-12A 112 (13.0) 756(19.2) | 1.441(36.6) | .630(16.0)
R2-2A 42(2.2) 252(6.4) .728(18.5) .169(4.3)
R2-3A #4 (3.2) 252(6.4) 728(18.5) .169(4.3)
R2-3.55A #6 (3.7) 252(6.4) .728(18.5) .169(4.3)
R2-3.SMA #6(3.7) 260(6.6) 807(20.5) 248(6.3)
R2-3.5LA #6 (3.7) 335(8.5) .906(23.0) 307(7.8)
TG R2-4SA #3 (4.3) 260(6.6) 807(20.5) 248(6.3)
1.52.5 mm? [RE-ALA #8 (4.3) 335(8.5) .906(23.0) 307(7.8) 433(11.0) 177(4.5) 091(2.3)
R2-55A #10 (5.3) 335(8.5) .906(23.0) 307(7.8)
R2-5LA #10 (5.3) 374(9.5) .906(23.0) 287(7.3)
R2-6A 174 (6.5) A472(12.0) | 1.102(28.0) | .433(11.0)
R2-8A 5116 (8.4) 47201200 | 1.10228.0) | .433(11.0)
R2-10A 3/8 (10.5) 535(13.6) | 1.24831.7) | .547(13.9)
R2-12A 112 (13.0) 756(19.2) | 1.441(36.6) | .630(16.0)
R5-3A #4 (3.2) 283(7.2) 886(22.5) 232(5.9)
R5-3.5SA #6 (3.7) 283(7.2) .886(22.5) 232(5.9)
R5-3.5LA #6 (3.7) 374(9.5) 1.024(26.0) | .327(8.3)
R5-4SA #8 (4.3) 283(7.2) .886(22.5) 232(5.9)
12~10 AW;G RS-4LA #8 (4.3) 374(9.5) 1.024(26.0) 327(8.3) 51213.0) 256(6.5) 13404
4~6mm”  |R5-5A #10 (5.3) 374(9.5) 1.024(26.0) 327(8.3)
R5-6A 1/4 (6.5) 472012.0) | 1.16129.5) | .413(10.5)
R5-8A 5116 (3.4) 591015.0) | 1.346(34.2) | .539(13.7)
RS-10A 378 (10.5) 591(15.0) | 1.346(34.2) | .539(13.7)
R5-12A 112 (13.0) 756(19.2) | 1.52038.6) | .630(16.0)




Ring Terminals-Technical Specifications -
ﬁ
L
NYLON INSULATED RING TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105
Specification:
WIRE RANGE STUD SIZE DIMENSIONS inch (mm)
AWG /mm® ITEM NO. d2 B L F E D dl
RI1-2AC #2(2.2) .260(6.6) .811(20.6) .248(6.3)
R1-3AC #4 (3.2) 217(5.5) 697(17.7) .157(4.0)
R1-3.58AC #6 (3.7) 217(5.5) 697(17.7) 157(4.0)
R1-3.5MAC #6(3.7) .260(6.6) 811(20.6) .248(6.3)
R1-3.5LAC #6(3.7) 315(3.0) .866(22.0) .276(7.0)
22~16 AWC: RI14SAC #8 (4.3) .260(6.6) .311(20.6) .248(6.3) 433(11.0) 161(4.1) 067(1.7)
0.5~1.5 mm® |R1-4LAC #8 (4.3) .315(3.0) .866(22.0) .276(17.0)
R1-5AC #10 (5.3) .315(3.0) .866(22.0) .276(7.0)
RI-6AC 1/4 (6.5) A457(11.6) 1.094(27.8) A3(1L.D)
R1-8AC 5116 (8.4) 457(11.6) 1.094(27.8) A37(11.1)
RI-10AC 378 (10.5) 535(13.6) 1.248(31.7) 547(13.9)
R1-12AC 112 (13.0) .756(19.2) 1.441(36.6) 630(16.0)
R2-2AC #2(2.2) .252(6.4) .728(18.5) .169(4.3)
R2-3AC #4 (3.2) 252(6.4) 728(18.5) .169(4.3)
R2-3.58AC #6(3.7) .252(6.4) 728(18.5) 169(4.3)
R2-3.5MAC #6(3.7) 260(6.6) 807(20.5) 248(6.3)
R2-3.5LAC #6(3.7) .335(8.5) 906(23.0) .307(7.8)
16-14 AWG R24SAC #8 (4.3) .260(6.6) .807(20.5) .248(6.3)
1525 mm? [R2ALAC #8 (4.3) 335(8.5) .906(23.0) 307(7.8) A433(11.0) 177(4.5) 091(2.3)
R2-58AC #10(5.3) .335(8.5) .906(23.0) .307(7.8)
R2-5LAC #10 (5.3) 374(9.5) 906(23.0) 287(7.3)
R2-6AC 1/4 (6.5) 472(12.0) 1.102(28.0) 433(11.0)
R2-8AC 516 (8.4) 472(12,0) 1,102(28.0) A433(11.0)
R2-10AC 3/8(10.5) .535(13.6) 1.248(31.7) .547(13.9)
R2-12AC 1712 (13.0) .756(19.2) 1.441(36.6) .630(16.0)
RS-3AC #4(3.2) .283(7.2) .886(22.5) 232(5.9)
R5-3.58AC #6(3.7) .283(7.2) .886(22.5) .232(5.9)
R5-3.5LAC #6 (3.7) .374(9.5) 1.024(26.0) 327(8.3)
R5.4SAC #8 (4.3) .283(7.2) .886(22.5) 232(5.9)
12~10 A\\:G R54LAC #8 (4..3) .374(9.5) 1.024(26.0) .327(8.3) 512(13.0) 256(6.5) 134G.4)
4~6mm”  |R5-5AC #10 (5.3) 374(9.5) 1.024(26.0) 327(8.3)
R5-6AC 1/4 (6.5) 472(12.0) 1.161(29.5) 413(10.5)
R5-8AC 516 (8.4) 591(15,0) 1,346(34,2) 539(13.7)
R35-10AC 3/8 (10.5) .591(15.0) 1.346(34.2) .539(13.7)
R5-12AC 172 (13.0) \756(19.2) 1,520(38.6) 630(16.0)




