
Piggyback disconnectors-Technical Specifications

PVC INSULATED PIGGY BACK DISCONNECTORS
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

PVC INSULATED PIGGY BACK DISCONNECTORS(DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Reinforcement Sleeve: D Type Sleeve
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

PVC INSULATED PIGGY BACK DISCONNECTORS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Reinforcement Sleeve: C Type Sleeve
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

PVC FULLY INSULATED PIGGY BACK DISCONNECTORS
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

PVC FULLY INSULATED PIGGY BACK DISCONNECTORS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Reinforcement Sleeve: D Type Sleeve
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

PVC FULLY INSULATED PIGGY BACK DISCONNECTORS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 75 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Reinforcement Sleeve: C Type Sleeve
5. Insulation Material: Vinyl(PVC)

Specification:



Piggyback disconnectors-Technical Specifications

NYLON INSULATED PIGGY BACK DISCONNECTORS
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 105 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Insulation Material: Easy Entry Nylon

Specification:



Piggyback disconnectors-Technical Specifications

NYLON INSULATED PIGGY BACK DISCONNECTORS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 300 Volts
2. Maximum Temperature: 105 ºC
3. Terminal Material: Brass
4. Plating: Electro Tin Plated
5. Reinforcement Sleeve: C Type Sleeve
5. Insulation Material: Easy Entry Nylon

Specification:


