
NON-INSULATED SPADE TERMINALS
Feature:
1. Terminal Material: Copper
2. Brazed Seam
3. Plating: Electro Tin Plated
Specification:
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NON-INSULATED SPADE TERMINALS
Feature:
1. Terminal Material: Copper
2. Brazed Seam
3. Plating: Electro Tin Plated
Specification:



PVC INSULATED SPADE TERMINALS
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:
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PVC INSULATED SPADE TERMINALS
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:
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PVC INSULATED SPADE TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:

Spade Terminals-Technical Specifications



PVC INSULATED SPADE TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 75
Specification:
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NYLON INSULATED SPADE TERMINALS
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105
Specification:
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NYLON INSULATED SPADE TERMINALS (DOUBLE CRIMP)
Feature:
1. Maximum Electrical Rating: 600 Volts
2. Maximum Temperature: 105
Specification:
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