1 | 2 | 3 L | 6 | ] | 8 | 9
B %%. DRAWING. NO : FP3RE-VFD-3 A ETHR R REVISTONS
- AR | @3k DESCRIPTION DATE A%
o= 4% NAME : DOUBLE CRIMP PVC FULLY INSULATED RECEPTACLE DISCONNECTS 1 FoP—— 2015.07. 16 KEN
2 FAE - 2 15 2% 2023.02. 15 KEN
3 Fa I BT 2024.03. 04 KEN
MAXIMUM ELECTRIC CURRENT
A.W.G 2220118 |16 |14 |12 |10 B
MAX AMP| 3 4 7 10| 15|20 |24
NOTE:
1. MAXIMUM ELECTRICAL RATING:105°C 300 VOLTS
2. REINFORCEMENT SLEEVE:D TYPE SLEEVE .
3. WIRE RANGE:22-16 AWG / 0.5-1.5 mm® N
INSULATED COLOR:RED A
4. WIRE RANGE:16-14 AWG / 1.5-2.5 mm® F
INSULATED COLOR:BLUE
5. WIRE RANGE:12-10 AWG / 46 mm®
INSULATED COLOR :YELLOW il
6. MATERIAL THICKNESS:t L 0
TOLERANCE : +0. 05
WIRE RANGE | ZE JL &3k B F L E D d1l t
AWG/mm’ ITEM NO. 0.20 REF. +1.00 0. 60 0. 50 0. 20
95 16 awg | RE1—4VFD 4.0 | 9.0 |22.5|11.0| 4.1 | 1.7 | 0.4 E
0.5-1.5 mu'| b1 4.5VFD| 4.5 | 9.0 |22.5|11.0| 4.1 | 1.7 | 0.4 A \
RE2—-4VFD 4.0 | 9.0 |22.5|11.0| 4.8 | 2.3 | 0.4
JO AN | RE2-4.5VFD | 4.5 | 9.0 [22.5|11.0| 4.8 | 2.3 | 0.4 Lol
RE2-5VFD 5.0 | 9.0 |23.5|11.0| 4.8 | 2.3 | 0.4 D
120 M | RE5-5VFD | 5.0 | 9.0 |25.0[13.0| 6.5 | 3.4 | 0.4
T APPROVALS %= MATERTAL B UNIT| o v o = T N
%% DESIGN: KEN @ 6 MATERIAL : BRASS ee17 SCALE
T CHECKED: | KEN TIN PLATING B35 DATE: 2015.01.05
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機構名稱、機構部門、日期


