
Technical Specifications
Cable Ties (stainless steel)

Technical Specifications:           
 
• Self-locking head design speeds installation and locks at any length along the tie body    
         
• Smooth surface, rounded edges assure cable protection and worker safety     
       
• High tensile strength: Non-fammability         
   
• High resistance to acetic acid, alkali acid, sulphuric acid etc       
     
• Stainless steel type: Type 304, 316          
  
• Working temperature: -60°C ... 550°C        
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(mm)

 
  wide

(mm)
thick
(mm)

AISI bundle dia 
max. (mm)

tensile strength

SST4/15-04 
SST4/25-04 
SST4/35-04 
SST4/45-04 
SST4/55-04 

150
250
350
450
550

37
63
89
115
141

4.6 0.25 304 80 kgs (800N)

SST7/25-04 
SST7/45-04 
SST7/60-04 
SST7/80-04 

250
450
600
800

63
115
154
193

7.9 0.25 304 100 kgs (800N)

AISI 304 Stainless Steel  for general purpose applications     

SSTP4/20-16 
SSTP4/30-16 
SSTP4/40-16 
SSTP4/50-16 

200
300
400
500

50
76
102
128

4.6 0.36 316 80 kgs (800N)

SSTP7/30-16 
SSTP7/40-16 
SSTP7/60-16 
SSTP7/80-16 

300
400
600
800

76
102
154
193

7.9 0.36 316 100 kgs (1000N)

AISI 304 Stainless Steel  for general purpose applications     

Technical Specifications:          
  
• Coated band with non-toxic, Halogen free polyester coating      
      
• Provides additional edge protection, prevents corrosion between dissimilar materials.   
          
• Black Band with Metallic Buckle          
   
• Working temperature: -40°C ... 85°C        


