
Product material:    Polypropylene
Ambient temperature:   -40°C…+120°C (instantaneous heat resistance up to 140°C)  
Features:     High flexibility, twist resistance, good bending performance, can
     withstand heavy loads; acid resistant, lubricants, coolant, etc.,
Applications:     Machinery manufacturing, insulation protection, lighting, automobile
     manufacturing, aviation equipment, subway, train, automation control
     and other industries.

Part Number  IDØ (mm)  ODØ (mm)        Colour  Meters(per roll)

AD13.0               10                     13                     Black           25

AD15.8               12         15.8          Black           25

AD21.2              17         21.2          Black           25

AD25.0              20          25                     Black           25

AD34.5              29         34.5         Black           25

AD42.5         36         42.5         Black           25

AD54.5        48         54.5         Black           25 

Part Number       Colour  ODØ (mm)      For Conduit

PJ-VH-13.0        Black    Holder          AD-13

PJ-VH-15.8        Black    Holder         AD15.8

PJ-VH-21.2        Black    Holder         AD21.2

PJ-VH-25.0        Black    Holder          AD25

PJ-VH-34.5             Black    Holder         AD34.5

PJ-VH-42.5        Black    Holder         AD42.5

PJ-VH-54.5        Black    Holder         AD54.5

Corrugated Conduit (flexible)

Support bracket - for corrugated conduit      PA (Polyamide)

Technical Specifi cations



Part Number        IDØ (mm)        Colour         Style    For Conduit

QCM12-AD13             M12        Black      Straight          AD-13

QCM16-AD15.8            M16        Black      Straight         AD15.8

QCM20-AD15.8            M20        Black      Straight         AD15.8

QCM20-AD21.2            M20        Black      Straight         AD21.2

QCM25-AD25                  M25        Black      Straight          AD25

QCM32-AD34.5            M32        Black      Straight         AD34.5

QCM40-AD42.5            M40                Black      Straight         AD42.5

QCM50-AD54.5            M50         Black      Straight         AD54.5

QCM63-AD54.5            M63         Black      Straight         AD54.5

EQCM16-AD13             M16         Black           90°          AD-13

EQCM20-AD21.2            M20         Black           90°         AD-21.2

EQCM25-AD28.5            M25         Black           90°         AD28.5

EQCM32-AD34.5            M32         Black           90°         AD34.5

EQCM40-AD42.5            M40         Black           90°         AD42.5

EQCM50-AD54.5            M50         Black           90°         AD54.5 

Quick connectors - through hole mounting       PA66



Part Number        IDØ (mm)        Colour         Style    For Conduit

WCTM16-AD13            M12        Black      Straight          AD-13

WCTM20-AD15.8            M20        Black      Straight         AD15.8

WCTM20-AD21.2            M20        Black      Straight         AD21.2

WCTM25-AD25            M25        Black      Straight          AD25

WCTM32-AD34.5            M32        Black      Straight         AD34.5

WCTM40-AD42.5            M40        Black      Straight         AD42.5

WCTM50-AD54.5            M50                Black      Straight         AD54.5

WCTM63-AD54.5            M63         Black      Straight         AD54.5

EWCM16-AD13            M16         Black           90°          AD-13

EWCM20-AD15.8            M20         Black           90°         AD15.8

EWCM20-AD21.2            M20         Black           90°         AD21.2

EWCM25-AD25            M25         Black           90°          AD25

EWCM32-AD34.5            M32         Black           90°         AD34.5

EWCM40-AD42.5            M40         Black           90°         AD42.5 

Quick connectors - through hole mounting       PA66


